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£ PUMPEX P 401
= | Pao1w 1-phase 10— :
©. | Motor rating P, 0.48 kW
Max. power input P, 0.59 kW oy 8 \\
@ | Electric cable 10 m type HOZRN-F 4./ .
o Discharge spigots 2" 6 &
© G 2’ BSP-thread tow
.E Weight (excl. cable) 9.5 kg 4 ‘.\
© '
5 e ‘
0
0 1 2 3 4 5 Is
0 60 120 180 240 300 I/min
DM 2° m17 .
PUMPEX P 601 (EPD;
e f A 15 ~\\ g
P 601W *) 1-phase ~. \
P601N *) Medium head, 3-phase “h - -
Motor rating P, 1.0 kW (3-phase) ﬂ ‘\ \N
0.9 KW (1-phase) 469 10 = T
Max. power input P, 1.3 kW (3-phase) \\
1.2 kW (1-phase) S
Electric cable 20 m type HO7RN-F W
Discharge spigots 112", 27, 215", 3 5 S
G 2’, 21", 3" BSP-thread '
Weight (excl. cable) 16 kg Wolho0000 0800I E
*) Built in float switch available as option. > 0 240 480  6001/min
2 m20 z
PUMPEX P 801 7 S ;
~ =
P 801 W) 1-phase 16— T\
P 801 N *) Medium head, 3-phase 3 g
Motor rating P, 1.4 kW % i \ N
Max. power input P, 1.8 kW W: 514 S
Electric cable 20 m type HO7RN-F N: 469 Ui \
Discharge spigots 112", 2”7, 215", 3" 8 —
G 27, 212", 3" BSP-thread N
Weight (excl. cable) 16.5 kg (N) 4 A\
18kg (W) it B
202 R
T am 0 \
0 4 8 12 s
*) Built in float switch available as option. 0 240 480 720 /min
*) m 28 ¥
® 8
PUMPEX P 1001 'EPD; £,
P 1001 N Medium head, 3-phase \ g
P 1001 H High head, 3-phase 20 NH
Motor rating P, 2.2 kW I \
Max. power input P, 3.0 kW
Electric cable 20 m type HO7RN-F 577 12 N
Discharge spigots 212", 37, 4” \
G 21", 3", 4” BSP-thread 8 AN
Weight (excl. cable) 27 kg \
4 N
B
0
\A. 0 4 8 12 16 20 I/s
*) Enduro Lining™ available as option. 296 > 0 240 480 720 960 1200I/min
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PUMPEX P 1501 EPD P
P 1501 N Medium head, 3-phase | 20 N
Motor rating P, 4.2 kW \
Max. power input P, 5.0 kW \
Electric cable 20 m type HO7RN-F 15 N
Discharge spigots 214", 37, 4” s77 \N
G 212", 3", 4" BSP-thread 10
Weight (excl. cable) 36 kg \
N
5
00000000 0 0000000001
%000000000000000000“
230 0
296 0 5 10 15 20 25 s
*) Enduro Lining™ available as option (N). 0 300 600 900 1200 15001/min
*)
(DN ° m 45 %
PUMPEX P 2001 ‘EPD; w0
P 2001 N Medium head, 3-phase \H
P 2001 H High head, 3-phase | [ \
P 2001V High flow, 3-phase N H: 686 30 .
Motor rating P, 5.8 kW “virio [\
Max. power input P, 6.8 kW ¥\
; 20 =
Starting D.O.L. or Star-delta \4 \ N
Electric cable 20 m type HO7RN-F ~—
Dieonarge spigets S e & i 10 \ =\
G 3", 4", 6" BSP-thread 111000000000 00000000 \ \ \\
Weight (excl. cable) 50 kg 289 \ \ N
o |
00019000 » o 90000 001 0
Bottom plate P 2001v: Bt N, H: 364 0 10 20 30 40 50 55 s
*) Enduro Lining™ available as option (N+H). V:405 0 600 1200 1800 2400 3000 3300 !/min
*)
© m 70 ¥
PUMPEX P 3001 i@ [EPD! \
l e s s 60 g
P 3001 N Medium head, 3-phase \H :
P 3001 H High head, 3-phase | ] z
P 3001V High flow, 3-phase \ 2
. N: 731 NG
Motor rating P, 9.4 kW v:757 40 N
Max. power input P, 10.8 kW H: 771 N
Starting D.O.L. or Star-delta N N
Electric cable 20 m type HO7RN-F \L\\
Discharge spigots 37, 4”, 6” 20 \ Y V
| &3¢, 6'B3p tread g Ny
Weight (excl. cable) 70 kg (N, V), 75 kg (H) - T T, A\
. 289 o 0 \ \
Bottom plate P 3001V: — . 0 20 40 60 Vs
*) Enduro Lining™ available as option (N). N, \F,I ggg 0 1200 2400 8600 V/min
*) m 80 .
PUMPEX PX 12
\\ %
PX12N Medium head, 3-phase N\ | H :
PX12H High head, 3-phase 60 \ &
Motor rating P, 21 kW \
Max. power input P, 24 kW 915 \
Starting D.O.L. or Star-delta 40
Electric cable 20 m type HO7RN-F \
Discharge spigots 47, 67, 8” — T\Q
” ” ” _ 20 ——
. G 4", 6", 8" BSP-thread f1000000000.00000000LN \ TN
Weigh (excl.cable) 155 kg T —
JU0000000 000000000
0
« a0, 0 20 40 60 80 100 I/s
*) Enduro Lining™ available as option (H). 570 > 0 1200 2400 3600 4800 6000 /min
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PUMPEX PX 22 i

PX22 N
PX22H

Motor rating P,

Medium head, 3-phase
High head, 3-phase

35 kW

Max. power input P, 39.5 kW

Starting
Electric cable

Discharge spigots

D.O.L. or Star-delta
20 m type HO7RN-F
4”’ 6”’ 8”

m100

40

PX 22-N-AC/H-AA 50Hz

~\_

G 4, 6", 8" BSP-thread MM M N N 2 \ T™~N
Weight (excl. cable) 270 kg T \ ~
NIEI000 00000000 0000 \ N
0
3 535 . 0 40 80 120 160 I/s
*) Enduro Lining™ available as option. - 705 > 0 2400 4800 7200 96001/min
*)
PUMPEX PX 30 .
PX 30 N Medium head, 3-phase 50 :
PX 30 H High head, 3-phase H
Motor rating P, 56 kW 40
Max. power input P, 61 kW 1130 \
Starting D.O.L. or Star-delta 30 —
Electric cable 20 m type HO7RN-F - = F N
Discharge spigots 6", &, 1%’ ot W00000000 0 000000000 20 AN
, G 6", 8" BSP-thread 1100000000 000000000008 N
Weight (excl. cable) 525 kg 0000000000 000000000000 10 <
0000000000 000000000000 \
y
* B _ . « 775 % 0 100 200 300 350 Is
) Enduro Lining™ available as option. » 935 o 6000 12000 18000 21000 /min
*) m25 g
LINING <
PUMPEX PC 1001
PC 1001 N Medium head, 3-phase - 20 §
PC 1001 H High head, 3-phase \ §
Motor rating P, 2.2 kW I 1 5 \H
Max. power input P, 3.0 kW
Electric cable 20 m type HO7RN-F
Discharge spigots G 3” BSP-thread 540 10 h,
Weight (excl. cable) 27 kg \ N
: \
itbh00000 0000 000N \
I ll 0
230 0 5 10 15 20 25 /s
0 300 600 900 1200 1500 l/min
*) Enduro Lining™ available as option (N+H).
PUMPEX PC 1301
30 %
PC 1301 N Medium head, 3-phase \ :
PC 1301 H High head, 3-phase o5 5
Motor rating P, 3.0 kW \H
Max. power input P, 3.8 kW 728 20
Electric cable 20 m type HO7RN-F 15 \
Discharge spigots 27, 3” —~
G 27, 3" BSP-thread 10 N
Weight (excl. cable) 31 kg VENUN
5 N
10000000000 0
164 0 5 10 15 20 /s
> 0 300 600 900  1200V/min

Light duty pump

*) 25 :
PUMPEX PC 1501 i i
PC 1501 N Medium head, 3-phase - 20 N
Motor rating P, 4.2 kW = N
Max. power input P, 5.0 kW . 15 \
Electric cable 20 m type HO7RN-F [ \
Discharge spigots G 3” BSP-thread 540 \N
Weight (excl. cable) 36 kg 10 \
5 AN
IIU]QM%%QOQO%MMMII
10000000000 6 0000000000M 0
%0 0 5 10 15 20 25 s
*) Enduro Lining™ available as option (N). 0 800 600 900 1200 1500V/mil
EnoOrCH m 45 g
PUMPEX PC 2001 - :
PC 2001 N Medium head, 3-phase \H
PC 2001 H High head, 3-phase rﬂt \
PC 2001V High flow, 3-phase u 30 Y S
Motor rating P, 5.8 kW ~ )\
Max. power input P, 6.8 kW N ggg 20 *\N
Starting D.O.L. or Star-delta ) ~ )
Electric cable 20 m type HO7RN-F ~<]
Discharge spigots G 3", 4’ BSP-thread 10 \ \X
Weight (excl. cable) 50 kg s \ NN
10000000000 0 0OV 000000 N
100000000000 000000000 \ \
. 0
Bottom plate PC 2001V: Wiy, .« 28 0 10 20 30 40 50is
*) Enduro Lining™ available as option (N+H). 0 600 1200 1800 2400 3000/mi
*) m45 2
PUMPEX PC 3001 N
PC 3001 N Medium head, 3-phase \\N 2
PC 3001V High flow, 3-phase o
Motor rating P, 9.4 kW %0 \\
Max. power input P, 10.8 kW N: 69¢ <]
Starting D.O.L. or Star-delta viz2a ool V \\\
Electric cable 20 m type HO7RN-F \\
Discharge spigots G 3", 4” BSP-thread \\
Weight (excl. cable) 70 kg 10 \\
10000000000 0 A0 00000 N
100000000000 000000000 \ \
0100000000 0 A0 000000
100000000000000000000M v 00 m 2 0 70 = = )
S
Bottom plate PC 3001V: WILIILILLN .o 0 600 1200 1800 2400 3000 3600 Vmi
*) Enduro Lining™ available as option (N).
PUMPEX GA 200 "
6>~
GA 200 1-phase s 4.
Max. power input P, 0.46 kW
Electric cable 10 m type HO7RN-F 4 M
Discharge spigots 3", 1” IR
G %, 11" BSP-thread 3 .
Weight (excl. cable) 3.3 kg Ss
2 T
1
% 1 2 3 Is
0 60 120 180 U/mil
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